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VICTORIA

STATE OF THE ART

Technical information and parameters for solid fuel local space heaters
according to Regulation (EC) 2015/1185 and Regulation (EC) 2015/1186
(PRODUCT INFORMATION SHEET)

Manufacturer: Victoria-05 Ltd.

Model identifier(s): REGINA, REGINA A

Harmonized standard: BDS EN 16510-2-1:2023

Intended use: Freestanding roomheater for intermittent burning with firedoors closed.
Notified laboratory: Kontrol 94 Ltd., 2 Mladost Str., 5100 Gorna Oryahovitsa, Republic of Bulgaria, NB1879
Test report: 1879 AoP-CPR-0092 /05.06.2026 ; 1879- ITT- 0092/ 05.06.2026

Observe the specific installation and service instructions specified in the instruction manual, as well as applicable
national and local regulations!

Indirect heating functionality: [no]

Direct heat output: 6.5 kW

Indirect heat output:

Pre- Space heating emissions at Space heating emissions at
ferre Other nominal heat output(*) minimum heat output(*)(**)
Fuel d | utable | M [ PM ] occ | co Jno | pm | oge | co | no

fuel fuel(s) [x%]:
(only [x] mg/Nm?3 (13 % 02) [x] mg/Nm3 (13 % 02)
one):

Wood | ith ist tent

g R MOBTATE COMENE ] yes] | fno] 73 | 23 | 104 | 1124 | 80

= (]

Characteristics when operating with the preferred fuel only

Energy Efficiency Index (EEI): 111

Energy Efficiency Class: A+

Item || Symbol || Value || Unit Item || Symbol || Value || Unit
Heat output Useful efficiency (NCV as received)
. Useful efficiency
Nominal heat
Prom 6.5 kw at nominal heat Nth, nom 83.2 %
output
output
Useful efficiency
Minimum heat at minimum
T Pmi N.A. kw  mi N.A. %
output (indicative) m (NA] heat output f1eh, min (NA] 0
(indicative)

Type of heat output/room temperature control (select

Auxiliary electricity consumption
Y y p one)

single stage heat output, no room

At nominal heat output €lmax [N.A.] kw
temperature control

[yes]

two or more manual stages, no room

At minimum heat output €lmin [N.A] kw
temperature control

[no]

with mechanic thermostat room
In standby mode Psb [N.A.] kw [no]
temperature control

with electronic room temperature

control [nol
with electronic room temperature

control plus day timer [no]
with electronic room temperature [no]

control plus week timer
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Other control options (multiple selections possible)

room temperature control, with

presence detection [nol
room temperature control, with open

window detection [nol
with distance control option [no]

Permanent pilot flame power requirement

Pilot flame power
requirement (if applicable)

Ppilot [NA] kW

Contact details:

Victoria-05 Ltd.

1B Ivan Momchilov Str.
5100 Gorna Oryahovitsa
Republic of Bulgaria
e-mail: info@v05.bg
http://www.v05.bg

(*) PM = particulate matter, OGCs = organic gaseous compounds, CO = carbon monoxide, NOx = nitrogen oxides
(**) Only required if correction factors F(2) or F(3) are applied.
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